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Technical Data Sheet 
ULTRA LIGHT INTERLINER

The best interliner paper for cost-efficient corrugated board 
100% fresh wood fibre

In ha rmony with natu re

Unit
Value

Parameter
40 42 45 48,8 50 52

B A S I C  C H A R A C T E R I S T I C S

Basis weight (Grammage) g/m * 40.0±1.5 42.0±1.5 45.0±1.5 48.8±1.5 50.0±1.S 52.0±1.5

Moisture content % 8.0±2.0

S T R U C T U R A L  C H A R A C T E R I S T I C S

Bulk cmVg 1.8-2.0

Thickness (jm 78±4 80±4 85±4 90±4 92±4 95±4

O P T I C A L  C H A R A C T E R I S T I C S

Shade (CIE) 
brown

L
non-

dimensional

70±4.0

a 3.0±1.0

b 14.0±1.0

Shade (CIE) 
yellow-brown

L
non-

dimensional

70±4.0

a 4.0±1.0

b 22.0±1.0

M E C H A N I C A L  C H A R A C T E R I S T I C S

Tensile Strength m achine
direction kN/m min 2.5

Bursting Strength kPa min 80

O T H E R  C H A R A C T E R I S T I C S
Reel Diameter mm 900-1250

Reel Diameter Tolerance mm +20/-50

Reel Width mm 350-2500

Reel Width Tolerance mm ±2

MIN Join Per Reel m ax 2

Core MM 76/100

Wrapping Strong Kraft Paper 
Strong lUloisture proof polyethylene laminated Kraft paper

Ultra lightweight paper 40-52 GSIVI
Perfect paper with strong mechanical properties
For medium layers of multilayer containerboard, converting and pacl<aging
100% biodegradable
100% compostable
100% recyclable ■ l l l U W /

ISO 9001:2015 
ISO 14001:2015

FSC
www.fw«rg 

FSC- C064290


